VA STANDARD FINISHES AND
MATERIALS

COVE BASE.:
ROPPE 1/8"” VINYL, P178 PEWTER

VCT:
ARMSTRONG IMPERIAL TEXTURE STANDARD EXCELON

#51899 COOL WHITE, 12"x12"x1/8"

CARPET: VA WILL PROVIDE

INSTALL VA SUPPLIED CARPET TILES PER MANUFACTURERS
SPECIFICATIONS. VA WILL ONLY SUPPLY CARPET TILES.
CONTRACTOR IS RESPONSIBLE FOR ADHESIVE AND TRANSITION
STRIPS.

METAL STUDS:

4” METAL STUDS @ 16" 0.C., 20 GA. TO METAL DECK
ABOVE.

GYP. BD.
5/8" TYPE "X” GYP.BD.

FIRESTOPPING:
HILTI PRODUCTS, PROVIDE SUBMITTALS

CEILING GRID:

DOORS & FRAME:

DOORS: 3'-0"x7'—0"x1-3/4" SOLID WOOD DOOR,
PLAIN SLICED RED OAK VENEER, 1 COAT SEALER, 2
COATS POLYURETHANE, SAND BETWEEN COATS, 5/8"
MAX. UNDERCUT. PROVIDE PLASTIC LAMINATE
KICKPLATE ON ALL DOORS (EXTERIOR SIDE), PROVIDE
FLOOR STOPS ON ALL DOORS.

FRAMES:

AMWELD PREPPED, HM OR KD

DOOR HARDWARE:

YALE 8807 FL W/MICRO SHIELD
OFFICE FUNCTION

CARMEL LEVER

7 PIN REMOVABLE CORE

GC — KEYWAY BLANK, O BIT, 2 KEYS
usSz2eD

MCKINNEY HINGES

PROVIDE FLOOR STOPS

PROVIDE SUBMITTALS FOR APPROVAL

ARCHITECTURAL NOTES:

1. PROVIDE MATERIALS AND CONSTRUCT NEW WALLS
AS SHOWN ON DRAWINGS.
INCLUDE FIRE RATED SOUND BATTS FOR NEW WALLS.
PROVIDE SUBMITTALS FOR APPROVAL. NEW WALLS TO
DECK ABOVE.

2. PROVIDE MATERIALS AND REPAIR EXISTING WALLS
AFFECTED BY THE RENOVATION.

5. PROVIDE AND INSTALL NEW COVE BASE IN NEW
ROOMS AND ON CORRIDOR SIDE.

4. PROVIDE AND REWORK/INSTALL NEW WALLGUARDS
IN CORRIDOR. CONTRACTOR TO PROVIDE NEW PIECES
AS REQUIRED. PROVIDE 20GA. METAL BACKING IN
WALL.

5. PATCH AND PAINT ALL INTERIOR WALLS. PATCH
AND PAINT CORRIDOR WALLS AFFECTED BY
RENOVATION. PAINT TO BREAK OR LOGICAL STOPPING
POINT.

6. CONTRACTOR TO PROVIDE AND INSTALL NEW
DOORS, FRAMES AND HARDWARE AS SPECIFIED ON
DRAWINGS.

7. INSTALL VA PROVIDED CARPET TILES. CONTRACTOR
TO SUPPLY ADHESIVE, TRANSITION STRIPS AND TOOLS.
PREP FLOOR AS REQUIRED BY MANUFACTURER.

8. PROVIDE MATERIALS TO REPAIR WALLS WITH 8"
TYPE "X” GYP.BD. FIRESTOP ALL WALLS AFFECTED BY
RENOVATION. ONLY USE HILTI APPROVED PRODUCTS.

9. PROVIDE AND INSTALL CEILING SYSTEM AS
SPECIFIED.

10. PROVIDE MATERIALS AND REWORK ELECTRICAL AS
SHOWN ON DRAWINGS. MATCH EXISTING HOSPITAL
GRADE DEVICES. STUB CONDUIT ABOVE CEILING FOR

SYMBOLS

EXISTING DOOR AND FRAME
TO BE REMOVED

||||||| EXISTING WALL TO BE REMOVED

EXISTING WALL

I NEW WALL

||||||| EXISTING TO BE REMOVED

DEMOLITION NOTES:

APPROVED BY:

REMOVE EXISTING FLOORING.
REMOVE EXISTING COVE BASE.
REMOVE EXISTING WALL MOUNTED ACCESSORIES

AND RETURN TO VA.

REMOVE LOCKERS AND RETURN TO VA.

REMOVE SHEET WALL PROTECTION.

REMOVE EXISTING CEILING SYSTEM. INCLUDING
LIGHTS, GRILLES, SPEAKERS, ETC. VA

WILL REWORK SPRINKLERS IF REQUIRED.
REMOVE DOORS AND FRAMES SHOWN ON DRAWINGS.
REMOVE WALLGUARDS AS REQUIRED FOR NEW DOOR

OPENINGS. PROVIDE NEW WALLGUARD AND REWORK
AS REQUIRED.

REMOVE ELECTRICAL DEVICES AS SHOWN
ON DRAWINGS.

REMOVE PLUMBING FIXTURES SHOWN ON
DRAWINGS. REMOVE PIPING FROM WALL.
CAP PIPING IN INTERSTITIAL.

NOTE:

PROVIDE TEMPORARY GYP.BD. PARTITION
AS SHOWN ON DRAWINGS.
INCLUDE LOCKABLE DOOR.

DIRECTOR DATE
CHIEF OF FACILITIES DATE
CHIEF OF ENGINEERING DATE
SAFETY MANAGER DATE

FRAME DOOR OPENING WITH
METAL STUD AND GYP.BD. PANEL
INCLUDE INSULATION

SECURE TO EXISTING OPENING,

Building North
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